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For more information, please contact BLUE STAR LIMITED • Ahmedabad: 2nd Floor, Shivalik-II, Near Shivranjani Cross Road,132 Feet Ring Road, Satellite, 
Ahmedabad - 380 015. Tel: (079) 40224000 • Bangalore: Ozone Manay Technology Park, SY.No 56/18 & 55/9, Hongasandra Village, Begur Hobli, Garvebhavipalya, 
Bangalore - 560 068. Tel: (080) 41854000 • Bhopal: Star Arcade, 2nd Floor, Plot No.165A & 166, Zone-I, Maharana Pratap Nagar, Bhopal - 462 011. Tel: (0755) 4273378 
• Bhubaneshwar: 3A, Satya Nagar, 2nd Floor, Bhubaneshwar - 751 007. Tel: (0674) 2572403 / 2573670 • Chandigarh: Adarsh Mall, 4th Floor, Plot No. 50, Industrial & 
Business Park, Phase - II, Chandigarh - 160 002. Tel: (0172) 5024000 • Chennai: No.104, Old No. 46, ‘Garuda buildings’, Cathedral Road, Chennai 600 086. Tel: (044) 
42444000 • Goa: 1st Floor, Buddhaseth Apts., Tonca, Caranzalem, Goa - 403 002 Tel: (0832) 2461671 • Gurgaon: Block 2-A, DLF Corporate Park, DLF Qutab Enclave, 
Phase III, Mehrauli-Gurgaon Road, Gurgaon - 122 002. Tel: (0124) 4094100 • Guwahati: 13, K.C. Patowari Road, Ulubari, Guwahati - 781 007. Tel: (0361) 2468496         
• Jaipur: A-19, Ist Floor, Main Sahakar Path, Near Sahakar Bhavan, Jaipur - 302 001. Tel: (0141) 2744033-35 • Kochi: 2nd Floor, Millennium Plaza, MKK Nair Road, 
Alinchuvadu Junction, Kochi - 682 024. Tel: (0484) 4499000 • Kolkata: 7, Hare Street, Kolkata - 700 001. Tel: (033) 22134100 • Lucknow: 177/4, Faizabad Road, 
Lucknow - 226 007. Tel: (0522) 4034000 • Mumbai: Blue Star House, 9-A, Ghatkopar Link Road, Saki Naka, Mumbai - 400 072. Tel: (022) 66684100 • Nagpur: 219, 
Bajaj Nagar, 1st Floor, South Ambazari Road, Nagpur - 440 010. Tel: (0712) 2249000 / 6624000 • Pune: 201/A, Nityanand Complex, 1st Floor, 247/A, Bund Garden 
Road, Pune - 411 001. Tel: (020) 41044000 / 26169332 • Secunderabad: 207, Sikh Road, Bantia Estate, Secunderabad - 500 003. Tel: (040) 44004100                            
• Thiruvananthapuram: T. C. IX/1490, ‘Chandrika’, Sasthamangalam, Thiruvananthapuram - 695 010. Tel: (0471) 2720025 / 65 • Vadodara: Ramakrishna Chambers, 
7th Floor, Productivity Road, Alkapuri, Vadodara - 390 007. Tel: (0265) 2330334 / 6614100 • Visakhapatnam: D. No. 49-24-65/1, Near Sankarmattam Road, Madhura 
Nagar, Visakhapatnam - 530 016. Tel: (0891) 2748405 / 2748433 

• email: coolingsolutions@bluestarindia.com   • Visit us at: www.bluestarindia.com
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Model No.  MHW301RC  MHW361RC

 Nominal Capacity (Tr) 2.5  3

 Cooling Capacity (BTU / Hour) 30000  36000

 Power Input (Watt) 2955  3172

Performance Parameters EER (BTU Per Hour / Watt)  10.15  11.35

 Moisture Removal (Litres / Hour) 3  3

 Air Flow Volume (CFM) (High / Medium / Low) 795/708/620  795/708/620

 Noise Level Indoor (High / Medium / Low)  in dbA 49 / 46 / 42  49 / 46 / 42

 Modes (Auto / Cool / Fan / Dry), No Heat  (Auto / Cool / Fan / Dry), No Heat

 Turbo Cooling No  No

 Sleep Mode No  No

 Timer On / O� Yes  Yes

 Horizontal Louvre Motorized  Motorized

 Vertical Louvre Manual  Manual

 Air Flow Direction Control Yes  Yes

 Auto Restart Function Yes  Yes

Features Fan Modes  (Auto / High / Medium / Low)  (Auto / High / Medium / Low)

 I Feel No  No

 Self Clean / Blow No  No

 Anti Freeze Thermostat Yes  Yes

 Self Diagnosis No  No

 LCD Display in IDU No  No

 Filter Con�guration Active Carbon / Dust Filter  Active Carbon / Dust Filter

 Evaporator Fins Hydrophilic Fins  Hydrophilic Fins

 Condensor Fins Anti Corrosive Blue Fins  Anti Corrosive Blue Fins

  IDU Dimension (W X H X D ) mm 1250 X 325 X 230   1250 X 325 X 230 

 Input Power Supply Outdoor Unit  Outdoor Unit 

 Indoor Unit (Voltage / Frequency / Phase) 230 V /50 Hz / 1 Ph  230 V /50 Hz / 1 Ph 

 Net Weight IDU (Kg) 18  18

 ODU Dimension (W X H X D) mm 1020 X 655 X 416  1020 X 655 X 416

 Outdoor Unit (Voltage / Frequency / Phase) 415 / 50 / 3  415 / 50 / 3

Dimensions, Weight Input Running Current per phase (Amps) 5.5  6.5

Power Supply Running Current Total (Amps) 16  18.7

 Net Weight ODU (Kg) 74  79

 Noise Level Outdoor in dbA 70  70 

 Power Supply Cable to ODU (Core / Gauge) 4 Sq mm  4 Sq mm 

 Cable from ODU to IDU (Core / Gauge) 1.5 Sq mm  1.5 Sq mm

 MCB Rating (Amps) 20  25

 Connection Details For MCB 4 Pole  MCB  4 Pole  MCB

Compressor Compressor Type Reciprocating  Reciprocating

 Compressor Warranty 1 Year  1 Year

Refrigerant & Ambient Operations Refrigerant R 22  R 22 

 Max Ambient Temperature 46ºC  46ºC

Remote  Remote - LCD Remote Yes  Yes 

 Night Glow Function on Remote Buttons No  No 

 Suction Tube Size (IDU) 5/8 “  5/8 “ 

 Liquid Tube Size (IDU) 3/8 “  3/8 “

 Suction Tube (ODU)  5/8 “  5/8 “

Tube Size & Piping Capability Liquid Tube Size (ODU) 3/8 “  3/8 “

 Total Max Piping Capability (Metre) 15  15

 Max Piping Height Di�erence (Metre) 8  8

 Installation Kit Not Included  Not Included

Technical Speci�cations for Mega Split Airconditioners

* Speci�cations and dimensions are subject to change without prior notice. 



The cool air emanating from a Mega Split reaches a distance between 18 to 25feet reaching all the 
corners of a room.

The Mega Split does not require ducting or a false ceiling, and thus saves on space. Being more 
powerful, you require less number of units. One Mega Split can substitute two conventional splits.

The high CFM Mega Splits allow for much faster cooling. The oscillating louvres lead to even air 
distribution.

Designed to add to the appeal of the interiors, the Mega Split has a fluid, streamlined shape.



The cool air emanating from a Mega Split reaches a distance between 18 to 25feet reaching all the 
corners of a room.

The Mega Split does not require ducting or a false ceiling, and thus saves on space. Being more 
powerful, you require less number of units. One Mega Split can substitute two conventional splits.

The high CFM Mega Splits allow for much faster cooling. The oscillating louvres lead to even air 
distribution.

Designed to add to the appeal of the interiors, the Mega Split has a fluid, streamlined design.
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For more information, please contact BLUE STAR LIMITED • Ahmedabad: 2nd Floor, Shivalik-II, Near Shivranjani Cross Road,132 Feet Ring Road, Satellite, 
Ahmedabad - 380 015. Tel: (079) 40224000 • Bangalore: Ozone Manay Technology Park, SY.No 56/18 & 55/9, Hongasandra Village, Begur Hobli, Garvebhavipalya, 
Bangalore - 560 068. Tel: (080) 41854000 • Bhopal: Star Arcade, 2nd Floor, Plot No.165A & 166, Zone-I, Maharana Pratap Nagar, Bhopal - 462 011. Tel: (0755) 4273378 
• Bhubaneshwar: 3A, Satya Nagar, 2nd Floor, Bhubaneshwar - 751 007. Tel: (0674) 2572403 / 2573670 • Chandigarh: Adarsh Mall, 4th Floor, Plot No. 50, Industrial & 
Business Park, Phase - II, Chandigarh - 160 002. Tel: (0172) 5024000 • Chennai: No.104, Old No. 46, ‘Garuda buildings’, Cathedral Road, Chennai 600 086. Tel: (044) 
42444000 • Goa: 1st Floor, Buddhaseth Apts., Tonca, Caranzalem, Goa - 403 002 Tel: (0832) 2461671 • Gurgaon: Block 2-A, DLF Corporate Park, DLF Qutab Enclave, 
Phase III, Mehrauli-Gurgaon Road, Gurgaon - 122 002. Tel: (0124) 4094100 • Guwahati: 13, K.C. Patowari Road, Ulubari, Guwahati - 781 007. Tel: (0361) 2468496         
• Jaipur: A-19, Ist Floor, Main Sahakar Path, Near Sahakar Bhavan, Jaipur - 302 001. Tel: (0141) 2744033-35 • Kochi: 2nd Floor, Millennium Plaza, MKK Nair Road, 
Alinchuvadu Junction, Kochi - 682 024. Tel: (0484) 4499000 • Kolkata: 7, Hare Street, Kolkata - 700 001. Tel: (033) 22134100 • Lucknow: 177/4, Faizabad Road, 
Lucknow - 226 007. Tel: (0522) 4034000 • Mumbai: Bandbox House, 4th Floor, 254D, Dr Annie Besant Road, Worli, Mumbai - 400 030, Tel (022) 66544000 • Nagpur: 
219, Bajaj Nagar, 1st Floor, South Ambazari Road, Nagpur - 440 010. Tel: (0712) 2249000 / 6624000 • Pune: 201/A, Nityanand Complex, 1st Floor, 247/A, Bund Garden 
Road, Pune - 411 001. Tel: (020) 41044000 / 26169332 • Secunderabad: 207, Sikh Road, Bantia Estate, Secunderabad - 500 003. Tel: (040) 44004100                            
• Thiruvananthapuram: T. C. IX/1490, ‘Chandrika’, Sasthamangalam, Thiruvananthapuram - 695 010. Tel: (0471) 2720025 / 65 • Vadodara: Ramakrishna Chambers, 
7th Floor, Productivity Road, Alkapuri, Vadodara - 390 007. Tel: (0265) 2330334 / 6614100 • Visakhapatnam: D. No. 49-24-65/1, Near Sankarmattam Road, Madhura 
Nagar, Visakhapatnam - 530 016. Tel: (0891) 2748405 / 2748433 

• email: coolingsolutions@bluestarindia.com   • Visit us at: www.bluestarindia.com
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 Cooling Capacity (BTU / Hour) 30000  36000

 Power Input (Watt) 2955  3172

Performance Parameters EER (BTU Per Hour / Watt)  10.15  11.35

 Moisture Removal (Litres / Hour) 3  3

 Air Flow Volume (CFM) (High / Medium / Low) 795/708/620  795/708/620

 Noise Level Indoor (High / Medium / Low)  in dbA 49 / 46 / 42  49 / 46 / 42

 Modes (Auto / Cool / Fan / Dry), No Heat  (Auto / Cool / Fan / Dry), No Heat

 Turbo Cooling No  No

 Sleep Mode No  No

 Timer On / O� Yes  Yes

 Horizontal Louvre Motorized  Motorized

 Vertical Louvre Manual  Manual

 Air Flow Direction Control Yes  Yes

 Auto Restart Function Yes  Yes

Features Fan Modes  (Auto / High / Medium / Low)  (Auto / High / Medium / Low)

 I Feel No  No

 Self Clean / Blow No  No

 Anti Freeze Thermostat Yes  Yes

 Self Diagnosis No  No

 LCD Display in IDU No  No

 Filter Con�guration Active Carbon / Dust Filter  Active Carbon / Dust Filter

 Evaporator Fins Hydrophilic Fins  Hydrophilic Fins

 Condensor Fins Anti Corrosive Blue Fins  Anti Corrosive Blue Fins

  IDU Dimension (W X H X D ) mm 1250 X 325 X 230   1250 X 325 X 230 

 Input Power Supply Outdoor Unit  Outdoor Unit 

 Indoor Unit (Voltage / Frequency / Phase) 230 V /50 Hz / 1 Ph  230 V /50 Hz / 1 Ph 

 Net Weight IDU (Kg) 18  18

 ODU Dimension (W X H X D) mm 1020 X 655 X 416  1020 X 655 X 416

 Outdoor Unit (Voltage / Frequency / Phase) 415 / 50 / 3  415 / 50 / 3

Dimensions, Weight & Input Running Current per phase (Amps) 5.5  6.5

Power Supply Running Current Total (Amps) 16  18.7

 Net Weight ODU (Kg) 74  79

 Noise Level Outdoor in dbA 70  70 

 Power Supply Cable to ODU (Core / Gauge) 4 Sq mm  4 Sq mm 

 Cable from ODU to IDU (Core / Gauge) 1.5 Sq mm  1.5 Sq mm

 MCB Rating (Amps) 20  25

 Connection Details For MCB 4 Pole  MCB  4 Pole  MCB

Compressor Compressor Type Reciprocating  Reciprocating

 Compressor Warranty 1 Year  1 Year

Refrigerant & Ambient Operations Refrigerant R 22  R 22 

 Max Ambient Temperature 46ºC  46ºC

Remote  Remote - LCD Remote Yes  Yes 

 Night Glow Function on Remote Buttons No  No 

 Suction Tube Size (IDU) 5/8 “  5/8 “ 

 Liquid Tube Size (IDU) 3/8 “  3/8 “

 Suction Tube (ODU)  5/8 “  5/8 “

Tube Size & Piping Capability Liquid Tube Size (ODU) 3/8 “  3/8 “

 Total Max Piping Capability (Metre) 15  15

 Max Piping Height Di�erence (Metre) 8  8

 Installation Kit Not Included  Not Included

Technical Speci�cations for Mega Split Airconditioners

* Speci�cations and dimensions are subject to change without prior notice. 


